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VALVES 1

W 3/4” and 1” Anti-Siphon Valves

W 3/4” Anti-Siphon Valve

Features I Features
- e Built-in atmospheric backflow preventer ) * 34 female-threaded anti-siphon
(M - protects household water supply from w | e valve with flow control.
| § ‘fmi,-i possible contamination. oaaes | R MBI o Built-in atmospheric backflow
) U e Flow control allows for precise adjustment Ll preventer protects household water
‘ ‘ after installation. supply from possible contamination.
S 1 e Manual internal/external bleed. i « Safe low-voltage solenoid provides
o e Th ion. long-lasting service.
1" Anti-Siphon Valve reac fonmecion i « Flow control allows for precise
L7010 » Double-beaded diaphragm. RJ by Lawn Genie p

(3/4” model L7034)

)

3/4" Anti-Siphon Valve
54000

3/4” and 1” Manual Anti-Siphon Valves

Features

« Built-in atmospheric backflow preventer
protects household water supply from
possible contamination.

Previously RJ711

adjustment after installation.

e Manual external bleed allows for
operation without electrical power.

» Double-beaded diaphragm.
Self-aligning bonnet.

» 18" solenoid lead wires for easy
access and installation.

- e Manually activates zone sprinklers with
twist of handle.
1" Manual  Thread connection.
Anti-Siphon Valve B 3/4” In-Line Valve
L4010

(3/4” model L4034)

1" In-Line Valve

..

}r
.
RJ by Lawn Genie

3/4" In-line Valve
54048

1” In-Line Valve

Features

e Optimum performance in potable and
dirty water applications when used with a
separate backflow preventer.

» Double-beaded diaphragm ensures long
life and low maintenance.

» Smooth flow-through design.
Self-aligning bonnet.

Features

» Female-threaded in-line valve

» Smooth flow-through design resists
clogging.

» Manual external bleed allows for
operation without electrical power.

» Double-beaded diaphragm
ensures long life and low
maintenance.

Self-aligning bonnet.

18" solenoid lead wires for easy
access and installation.

54004 e Thread connection.

Master Pack ~ Master Pack Dimensions Master Pack UPC Number
Model No. Description Quantity (Height x Width x Depth) Weight 0-22381 -
L7010 1" Anti-Siphon Valve with Flow Control (Female Thread) 12 7.0x14.3x21.0 18.0 07010-6
L7034 3" Anti-Siphon Valve with Flow Control (Female Thread) 12 7.0x14.3x21.0 16.0 07034-2
54004 1" In-Line Valve without Flow Control (Female Thread) 6 6.0x7.0x17.0 6.4 54004-3
L4010 1" Manual Anti-Siphon Valve (Female Thread) 6 5.8x6.8x21.0 7.0 04010-9
L4034 %" Manual Anti-Siphon Valve (Female Thread) 6 5.8x6.8x20.8 5.25 04034-5
sutvo  FJvbaunCerie 14 s sonon aie o eexusxs  wes  siooos
54048  RJbyLawn Genie 3/4" In-Line Valve (Female Thread) 12 58x10.8x19.3 13.0 54048-7
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3/4" Valve Adapter
for Brass Valves
L1034

(1" model L1010)

B 3/4” and 1” Valve Adapters

for Brass Valves

Features

» Converts manual anti-siphon valves to
automatic operation.

« Flow control allows for precise
adjustment after installation.

* Manual internal/external bleed.

3/4" Valve Adapter
for Plastic Valves
L2034

(1" model L2010)

VALVE ADAPTERS 2

B 3/4” and 1” Valve Adapters for
Plastic Valves

Features

» Converts manual anti-siphon valves to
automatic operation.

« Flow control allows for precise
adjustment after installation.

* Manual internal/external bleed.

Master Pack  Master Pack Dimensions Master Pack UPC Number
Model No. Description Quantity (Height x Width x Depth) Weight 0-22381 -
L1010 1" Valve Adapter for Brass Valves 6 8.4x5.9x10.6 6.5 01010-2
L1034 3" Valve Adapter for Brass Valves 6 8.4x5.9x10.6 6.5 01034-8
L2010 1" Valve Adapter for Plastic Valves 6 8.4x5.9x10.6 7.0 02010-1
L2034 %" Valve Adapter for Plastic Valves 6 8.4x5.9x10.6 7.0 02034-7
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REPLACEMENT PARTS
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Double-Beaded

Diaphragm, Diaphragm Jar Top Double-Beaded

RJ711, Type Valves Diaphragm

L6010 Series L7034,L7010 54000 Series

L13000 L13100 54006

4
Valve Solenoid

Bleed Cover Solenoid Bulk Pack
Screws Assembly (Qty 1) (Qty 13)
L11500 L31200 L10000 L10000B

1" Shield 3/4” Shield
Cap Kit Cap Kit
L31800 L31100

J.
LN
L

Valve Adapter

Repair Kit 3/4" & 1" Manual Valve
(Newer Valves) Repair Kit

L31700 L32100

Flow Control Handle, Flow Control Handle,

Automatic Valves Manual Valves

L31400 L31500

Master Pack ~ Master Pack Dimensions Master Pack UPC Number

Model No. Description Quantity (Height x Width x Depth) Weight 0-22381 -
L10000 Solenoid (1) 12 8.4x5.9x10.6 4.0 10000-1
L10000B Solenoid Bulk Pack 13 48x6.4x9.3 3.5 00180-3
L11500 Bleed Screw Kit (4) 12 8.4x59x10.6 2.0 11500-5
L13000 Automatic Valve Diaphragm 5 8.4x59x10.6 1.4 13000-8
L13100 Double-Beaded Diaphragm 5 8.4x5.9x10.6 2.2 13100-5
54006 Double-Beaded Diaphragm 5 8.4x5.9x10.6 1.3 54006-7
L31100  3/4” Shield Cap Kit 5 8.4x5.9x10.6 1.3 00163-6
L31200 Valve Cover Assembly 5 8.4x5.9x10.6 2.0 00164-3
L31400 Flow Control Handle, Automatic Valves (2) 12 8.4x5.9x10.6 0.9 00166-7
L31500 Flow Control Handle, Manual Valves (2) 5 8.4x5.9x10.6 1.2 00167-4
L31700 Valve Adapter Repair Kit 5 8.4x5.9x10.6 1.4 00169-8
L31800 1" Shield Cap Kit 5 8.4x5.9x10.6 1.3 00172-8
L32100 3/4" & 1" Manual Valve Repair Kit 5 8.4x5.9x10.6 1.4 00181-0
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REPLACEMENT PARTS REFERENCE CHART 4

LAWN GENIE REPLACEMENT PART MODEL
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L6010 . . .
L6034 o o o
LS6010 . o .
LF6010 . . .
RainJet 204 . . .
RainJet 710A . D .
RainJet 711A . . .
RainJet 712A o o o
RJ711 o . o o o
RJ713 . . o . .
L7034 . . . o .
L7010 . . . . .
711DLG . . o
713DLG . . .
54000 . D . . .
54001 3 o 3
54002 o o o
54003 o o o
54004 o o .
54005 3 . 3
54048 o . o
706LG o o .
709LG . . .
L3010 . . .
L3034 . o .
L4010 . . . .
L4034 o . o o
L1034 3 o o
L1010 o . o
L2034 3 . o
L2010 . . .
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